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Historic Radiators: 
2 column and 4 types 
(with middle and foot sections) 
 
- Long-life 
- Comfortable look 
- Nostalgic look 

 
 
 
 
 
 

ADARAD 
RADIATORS 

MODEL 
NUMBER 

OF 
COLUMNS HEIGHT 

(A) 
(mm) 

TAPPING 
CENTERS 

(B) 
(mm) 

DEPTH 
(C) 

(mm) 

WIDTH 
(D) 

(mm) 

JOINING 
HEIGHT 

(E) 
(mm) 

NIPPLE 
SIZE 

(inch) 

HEATING 
SURFACE 

AREA 
(m2) 

WATER 
CONTENT 

(lt) 

MAXIMUM 
WORKING 
PRESSURE 

(bar) 

MAXIMUM 
WORKING 

TEMPERATURE 
(Manila Gasket) 

(°C) 

MAXIMUM 
WORKING 

TEMPERATURE 
(Silicon Gasket) 

(°C) 

HEAT 
OUTPUT 

OF 
ELEMENT 
ΔT=50°C 

(W) 

HEAT 
OUTPUT 

OF 
ELEMENT 
ΔT=50°C 
(kCal/h) 

HEAT 
OUTPUT 

OF 
ELEMENT 
ΔT=30°C 

(W) 
Coefficient 

KM 
Exponent 

n 

NF 
CERTIFICATE 

HISTORIC 

HISTORIC 350 

2 

455 

350 

185 76 

  

1 1/4" 

0,218 

1,83 

9 110 120 

82,0 70,5 43,2 6,036 1,256 

--- 

HISTORIC 350 
Foot 

515 113 0,244 

HISTORIC 500 610 

500 

  0,284 

2,18 108,2 93,1 57,0 8,005 1,254 
HISTORIC 500 
Foot 

670 113 0,311 

HISTORIC 600 710 

600 

  0,321 

2,64 121,3 104,3 63,6 8,614 1,265 
HISTORIC 600 
Foot 

770 113 0,347 

HISTORIC 800 910 

800 

  0,431 

3,35 153,1 131,7 79,7 10,305 1,278 
HISTORIC 800 
Foot 

970 113 0,457 

Heat output is given for ΔT=50 ºC (mean water temperature = 70 ºC (75/65ºC) and room temperature = 20 ºC) 
Tested according to EN 442 
Fire class: A1 
 
 
 

 
 
 
 
 
 
 
 

 

Historic Radiators 


